CODE

STD :5PC’s

PRACTICE
:SECTION

DETAIL

DESCR/IPT I ON

INLET SEDIMENT

SPECIFICATIONS

TRAP

CONSTRUCT I ON
DETAIL D20

SECTION 163

or &;2]

A SEDIMENT BARRIER USED AROUND A DROP INLET OR CATCH BASIN
7O PREVENT SILT FROM ENTERING THE PIPE SYSTEM. SHALL NOT
APPLY TO INLETS RECEIVING CONCENTRATED FLOWS.

LINE CODE

SHEET | TOTAL
STATE PROJECT NUMBER NO. |SHEETS
GA. 37 155
PRACT ICE
CODE|STD :SPC’s DETA/IL DESCR/IPTION
:SECTI0ON |

BLOCK & GRAVEL

SPECIFICATIONS

DROP INLET
PROTECT | ON
CONSTRUCT I ON
DETAIL D4z

SECTION 163

i

B

IRl
7. 7

USED FOR INLET PROTECTION WHERE HEAVY FLOWS ARE EXPECTED
AND WHERE OVERFLOW CAPACITY 1S NECESSARY TO PREVENT
EXCESSIVE PONDING AROUND THE STRUCTURE

LINE CODE

SdZ-Bg‘

SPECIFICATIONS

GRAVEL
DROP INLET
PROTECT | ON

CONSTRUCT I ON
DETAIL D42

SECTION 163

USED FOR INLET PROTECTION WHERE HEAVY CONCENTRATED FLOWS
ARE EXPECTED. STONE AND GRAVEL ARE USED TO TRAP SEDIMENT.
THE SLOPE TOWARD THE INLET SHALL BE NO MORE THAN 3:1.

LINE CODE

Sd2-G

SPECIFICATIONS

BAFFLE BOX
INLET SEDIMENT
TRAP
CONSTRUCT ION
DETAIL D40

SECTION 163

USED FOR INLETS RECEIVING RUNOFF WITH A HIGHER VOLUME OR
VELOCITY.

LINE CODE

e

FILTER FABRIC
w/ SUPPORTING
FRAME
CONSTRUCT 1 ON
DETAIL D24b
SPECIFICATIONS
SECTION 163

TYPE C SILT FENCE WITH SUPPORTING FRAME CAN BE USED AS AN
ALTERNATE TO INLET SEDIMENT TRAP FOR AREAS WITH SLOPES < 57.

LINE CODE

@
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